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SIMPLIFY INTERACTIVE VIDEO CONFERENCE
Interactive Flat Panel with Camera Built-in

MAXHUB V6 Transcend Series | T-Series
Size
Resolution
Brightness
Backlight
Camera

Internal Speaker
Microphone
Contrast Ratio
Color Gamut
Touch 
Respone Time

: 86“
: 3840 × 2160
: 350cd/m2

: Direct-lit LED
: Yes , Dual Camera, 48MP+8MP Flippable
  Auto framing, Speaker tracking
: 2.2 channel, 10W x 2+15W x 2
: 8 x far-field, Beam-forming mic, Max 8m range
: 1200:1
: 90% NTSC
: P-Cap Touch
: 8ms

Size
Resolution
Brightness
Backlight
Camera

Internal Speaker
Microphone
Contrast Ratio
Color Gamut
Touch
Respone Time

: 86“
: 3840 × 2160
: 350cd/m2

: Direct-lit LED
: Dual Camera, 48MP+8MP
  Auto framing, Speaker tracking
: 2.1 channel, 10W x 2+20W
: 8 x far-field, Beam-forming mic, Max 12m range
: 4000:1
: 90% NTSC
: IR Touch
: 8ms

V6 Classic Series | C-SeriesV6 ViewPro Series | V-Series

Available Size 86“ & 65“
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Size
Resolution
Brightness
Backlight
Camera

Internal Speaker
Microphone
Contrast Ratio
Color Gamut
Touch
Respone Time

: 86“
: 3840 × 2160
: 350cd/m2

: Direct-lit LED
: Single Camera, 48MP
  Auto framing, Speaker tracking
: 2.1 channel, 10W x 2+20W
: 8 x far-field, Beam-forming mic, Max 8m range
: 4000:1
: 90% NTSC
: IR Touch
: 8ms
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*Specification on Transcend 86 inch

Features.



INTERACTIVE VIEWBOARD DISPLAY
Interactive Flat Panel Display

- Ultra HD Resolution 4K Ultra HD
- 20-point PCAP Touch Technology
- Built-in Microphone Array with Echo Cancellation
- Convenient USB-C for Connected Device
- Optional additon of Slot-in PC
- Remote Management

Viewboard 86“ - IFP62 Series
Screen Size
Display Type
Viewable Area (in.)
Light Source
Display Resolution
Aspect Ratio
Contrast Ratio
Brightness
OS
CPU
Memory / Storage
Internal Speakers

: 86”
: LCD
: 85.6
: LED
: 3840 x 2160
: 16:9
: 1,200:1
: 350 cd/m2
: Android 8.0
: ARM Quad Core Cortex A73
: 3 / 32 GB
: 12W (x2)

Viewboard 75“ - IFP62 Series
Screen Size
Display Type
Viewable Area (in.)
Light Source
Display Resolution
Aspect Ratio
Contrast Ratio
Brightness
OS
CPU
Memory / Storage
Internal Speakers

: 75”
: LCD
: 74.5
: LED
: 3840 x 2160
: 16:9
: 5,000:1
: 350 cd/m2
: Android 8.0
: ARM Quad Core Cortex A73
: 3 / 32 GB
: 12W (x2)

Viewboard 65“ - IFP62 Series
Screen Size
Display Type
Viewable Area (in.)
Light Source
Display Resolution
Aspect Ratio
Contrast Ratio
Brightness
OS
CPU
Memory / Storage
Internal Speakers

: 65”
: LCD
: 64.5
: LED
: 3840 x 2160
: 16:9
: 5000:1
: 350 cd/m2
: Android 8.0
: ARM Quad Core Cortex A73
: 3 / 32 GB
: 12W (x2)

CONNECT &
COLLABORATE
with VIEWBOARD INTERACTIVE DISPLAY

Intuitive and
Ultra-Responsive
Touchscreen

Front-Facing
Soundbar

Built-In
Beamforming
Microphone



INTERACTIVE COLLABORATIVE ELECTRONIC BOARD
Interactive Flat Panel

ICE BOARD

Ice Board 86 Inch Ice Board 75 Inch Ice Board 65 Inch

– 4K Resolution
– Write, Highlight, Annotate, Draw, Take Notes (up to 10 points touch)
– 2-way editing & control with ScreensharePro
– Note for Android
– Anti-glare tempered glass screen
– Wireless Presentation (compatible with Windows, Android, IOS, Mac)
– Airclass Voter Software
– Accurate touch & Smooth Writing Experience
– Screensharing max. 6 screen simultaneously
– Countdown, Timer, Spotlight

Display Size
Resolution
Brightness
Touch Point
Aspec Ratio
RAM/ROM
Operating System

Lifetime
Power Consumption

: 86 inch
: 3840 x 2160 pixels
:: 350 cd/m2
: 10 writing and 20 touch
: 16:9
: 4/32GB
: Dual System - Android 9 (built-in)
  Windows need to buy OPS PC
  (optional PC)
: 30000 Hours
: 650W

Display Size
Resolution
Brightness
Touch Point
Aspec Ratio
RAM/ROM
Operating System

Lifetime
Power Consumption

: 75 inch
: 3840 x 2160 pixels
:: 350 cd/m2
: 10 writing and 20 touch
: 16:9
: 4/32GB
: Dual System - Android 9 (built-in)
  Windows need to buy OPS PC
  (optional PC)
: 30000 Hours
: 550W

Display Size
Resolution
Brightness
Touch Point
Aspec Ratio
RAM/ROM
Operating System

Lifetime
Power Consumption

: 65 inch
: 3840 x 2160 pixels
:: 350 cd/m2
: 10 writing and 20 touch
: 16:9
: 4/32GB
: Dual System - Android 9 (built-in)
  Windows need to buy OPS PC
  (optional PC)
: 30000 Hours
: 450W



INTERACTIVE COLLABORATION EXPERIENCE

DUO BOARD INTERACTIVE FLAT PANEL
NEW GENERATION CP8601K

BENQ INTERACTIVE FLAT PANEL
INSPIRATIONAL COLLABORATION WITH

NEW - Air Quality Sensor | EZWrite 5.0 | InstaQshare | 4K UHD | External Microphone
Germ-Resistant Screen | Smart Eye-Care Solution | NFC Pen | Over-the-Air Update (OTA)
Account Management System | Multiple Display Administrator | 20 Point Multi-Touch Interactivity

NEW - Air Quality Sensor | EZWrite 5.0 | InstaQshare | External Microphone
4K UHD | Germ-Resistant Screen | Smart Eye-Care Solution | NFC Pen 
Over-the-Air Update (OTA) | Account Management System
Multiple Display Administrator | 20 Point Multi-Touch Interactivity

Interactive Flat Panel Display

Panel Size / Type
Brightness
Resolution
Contrast Ratio
Response Time
Viewing Angle
Port

Power Consumption
Dimension & Weight

: 86 inches / DLED
: 350 nits
: 3840x2160 px (UHD)
: 1,200:1
: 8ms
: 178°
: RJ45*1, USB*2, HDMI*1, VGA*1, 
 Audio*1, TF socket, SIM card socket
: 350 Watt
: 1962 × 1167 × 85mm, 71.5 kg

BenQ CP8601K

Screen Size
Panel / Touch Tech.
Responsive Time
Resolution (Pixels)
Brightness (Typical)
Contras Ratio
Sensor

Memory & Storage
Internal Speaker
Operating System
Power Consumption
Dimension & Weight

: 86″
: IPS / Fine IR+
: <4 ms
: UHD 3840 × 2160 pixels
: 400 nits
: 1200 : 1
: NFC Sensor x1, Motion Sensor (PIR) x3,
  Air Quality Sensor x1, Light Sensor x1
: 4GB & 32GB 
: 2x 16 W
: Android 8.0
: 93 W (Typ.)
: 1988.8 x 1229.8 x 138.4, 79 kg

BenQ RP8602
Screen Size
Panel / Touch Tech.
Responsive Time
Resolution (Pixels)
Brightness (Typical)
Contras Ratio
Sensor

Memory & Storage
Internal Speaker
Operating System
Power Consumption
Dimension & Weight

: 75″
: IPS / Fine IR+
: <4 ms
: UHD 3840 × 2160 pixels
: 450 nits
: 1200 : 1
: NFC Sensor x1, Motion Sensor (PIR) x3,
  Air Quality Sensor x1, Light Sensor x1
: 4GB & 32GB 
: 2x 16 W
: Android 8.0
: 262 W (Typ.)
: 1735.5 x 1085.8 x 130.7 mm, 61 kg

BenQ RP7502
Screen Size
Panel / Touch Tech.
Responsive Time
Resolution (Pixels)
Brightness (Typical)
Contras Ratio
Sensor

Memory & Storage
Internal Speaker
Operating System
Power Consumption
Dimension & Weight

: 65″
: IPS / Fine IR+
: <4 ms
: UHD 3840 × 2160 pixels
: 350 nits
: 1200 : 1
: NFC Sensor x1, Motion Sensor (PIR) x3,
  Air Quality Sensor x1, Light Sensor x1
: 4GB & 32GB 
: 2x 16 W
: Android 8.0
: 153 W (Typ.)
: 1505.9 × 951 × 121.5 mm, 44 kg 

BenQ RP6502

CP
SERIES

RP
SERIES



ALL IN ONE LED WALL
More Interactive with Smart Lectern Podium

Smart Lectern Podium - 21.5“ Display
Define Your Stage

Simple, Smart, Connected

- Integrates PC, microphone, touch screen into a singular device.
- Annotate on the smart lectern while facing to the audience to  
   improve engagement.
- Connects with mobile devices, laptops, and synchronises the 
   screens with onstage display.

All in One LED Wall

- Versatile and innovative
- Plug-and-play installation, simple maintenance
- Super simple and streamlined technology
- Stunning visuals to MAXimize your impact
- Amazing audio built-in 2 x 30W Speaker
- MAXConfig software delivers exceptional control

Interactive
Auditorium Solution
All in One LED Wall & Smart Lectern Podium

120“ 138“ 150“ 165“ 180“ 220“

Double gooseneck
microphones

Electromagnetic
writing penTouchscreen

Mobile casters

Electric adjustable stand



PANEL PRESENTATION DISPLAY
Collaboration with Wireless Presentation

Maxhub Mirroring Box
Real time mirroring, without limitation of cables
Android 7.1 system | Ultra-large Storage | No Stuttering
Support 2.4GHz/5GHz Dual Frequency Wi-Fi | 60fps Display
4K Ultra-HD output | Smooth HD Video Playback

- Only with one click, lossless video and image can be presented in 0.09 seconds.
- MAXHUB multi-screen interactive technology supports 4-split screen real time mirroring.
- Synchronous Operating with mobile device makes presentation and communication experience beyond your imagination.

Maxhub Panel Presentation Display
Screen Size
Aspect Ratio
Native Resolution
Refresh Rate
Brightness
Backlight Type
Contrast Ratio
Viewing Angle
Response Time
Speaker
GPU
Operating System
RAM / ROM

PPD Features.
- Share your screen with asingle click, regardless of your operating system.
- Supports PBP (picture-by-picture) mode from two different sources.
- Image latency of less than 90ms creates seamless movement akin to real-time streaming.
- Verifies participants' ID verification before screen sharing.
- Prevents disruption during screen sharing.
- MAXHUB Share encrypts all data before transmission in accord with the CRCP protocol.
- Remote configuration and management.
- Enabling IT administrators to manage devices remotely, Bytello DMS.
- The web-cloud platform enables IT administrator to transmit images, video and text 
remotely, at any time.

: 75” / 86” / 98”
: 16 : 9
: 3840 x 2160
: 60 Hz
: 450nits / 98” : 350nits
: Direct Lit
: 5000 : 1
: 178°（H/V)
: 8ms
: Yes
: Mali-G51x2
: Android 8.0
: 3 GB / 32GB

Panel Presentation Display
Collaboration with Mirroring Box

Available size.

75“ 86“ 98“



VIEWBOARD DISPLAY
Wireless Presentation Display & Pen Display

Viewsonic CDE8620
Panel Size / Type
Brightness
Resolution
Contrast Ratio
Response Time
Viewing Angle
Operating System
Power Consumption
Dimension & Weight

: 86 inches / IPS, DLED Backlight
: 450 nits
: 3840x2160 px (UHD)
: 1,200:1
: 8 ms
: 178°
: Android 8.0
: 365 Watt
: 1931 x 1109 x 82 mm & 50.4 kg

Viewsonic ID2456 - 24 inch

*connect to Laptop, PC or Mini PC

- PCAP touch technology for fast and accurate touch response 
- USB-C for instant plug-and-play connectivity via a single cable 
- Ergonomic flexibility for optimal positioning in any task or setup 
- Extended Windows Ink workspace for digital writing and design 
- Compatible with all devices that support Microsoft Pen Protocol

Viewsonic CDE7520
Panel Size / Type
Brightness
Resolution
Contrast Ratio
Response Time
Viewing Angle
Operating System
Power Consumption
Dimension & Weight

: 75 inches / IPS, DLED Backlight
: 450 nits
: 3840x2160 px (UHD)
: 1,200:1
: 8 ms
: 178°
: Android 8.0
: 240 Watt
: 1672 x 955 x 70 mm & 29.3 kg

Viewsonic CDE6520
Panel Size / Type
Brightness
Resolution
Contrast Ratio
Response Time
Viewing Angle
Operating System
Power Consumption
Dimension & Weight

: 65 inches / IPS, DLED Backlight
: 450 nits
: 3840x2160 px (UHD)
: 1,200:1
: 8 ms
: 178°
: Android 8.0
: 220 Watt
: 1450 x 828 x 78.5 mm & 22.95 kg

- Viewsonic Cast software built-in 
- Easy cast function
- Wireless presentation across devices and rooms
- USB flash drive plug-and-play for photos, music & video
- Multitasking with powerful embedded player & OPS PC slot
- 4K slim bezel commercial display

WPD FeaturesWireless Presentation
Display + Pen Display

Connect & Collaborate



NEW STYLE OF CONFERENCE ROOM
360 Conference Camera with Android OS Embedded

Resolution@Fps. 3840x2160@30fps/1920x1080@30fps/1280x720@30fps
Encoding Format. MJPEG/H.264 | Touchscreen Size. 15.6” LED Display
Touch Control. Dual 10-point capacitive touch | Wi-Fi. 2.4G + 5G, Wi-Fi 6
Bluetooth. 5.0 | System Memory. 64GB | Voice Pickup Range. 5.5 m
Microphones. 8 Omni Directional beamforming mics

Resolution@Fps. 3840x2160@30fps/1920x1080@30fps/1280x720@30fps
Encoding Format. MJPEG/H.264 | Wi-Fi. 2.4G + 5G, Wi-Fi 6 | Bluetooth. 5.0
Speaker Power. 10W | System Memory. 64GB | Voice Pickup Range. 5.5 m
Microphones. 8 Omni Directional beamforming mics

Kandao Meeting Ultra Standard

360o Field of Vision
with Dual Camera
Dual camera  yang mencakup seluruh ruangan
dan membagi otomatis setiap peserta meeting
hingga 8 tampilan.

Smart Tracking
Dengan alogaritma AI mendeteksi gerakan, pembicara akan
otomatis terdeteksi dan auto-framed pada tampilan layar.

Speaker and Microphones

Specifications

Dilengkapi 8 rangkaian mikrofon ke segala arah dengan
jangkauan suara radius 5,5 meter dan speaker Hi-Fi 10 watt
menjadikan audio yang dihasilkan lebih jernih dan jelas. 

Kandao
Meeting Ultra



SIMPLIFY YOUR CONFERENCING
Conference Camera

Maxhub UC M31
- 180° panoramic technology
- Triple 12MP cameras
- 4K UHD resolution
- Auto-track follow the conversation
- Six video layouts all at your fingertips
- Integrated Type-C & USB connection

Maxhub UC S10 Pro
- Built-in Android 9.0
- Wireless screen sharing
- Autoframing
- 120° viewing angle
- 5x digital zoom
- 8W speaker output fills the room
- Bytello DMS

Maxhub UC P25
- Sony 1/2.5" CMOS sensor
- 8MP camera
- 12X optical zoom / 16X digital zoom
- Low lux technology / 2D & 3D DNR / WDR
- Pan ±170° / Tilt ±30° / HFoV 71°
- Support VISCA, PELCO, UVC, ONVIF protocols
- Integrated PoE support

- 360° panoramic wide-angle view
- 5MP 4-lens camera
- Simple setup, no external devices required
- Free of software installation
- AI auto-tracking technology
- Two-direction simultaneous voice tracking
- Auto-framing

Maxhub UC M40
360º All in One Camera

Conference Camera
Simplify Your Conferencing

One touch mute

Compact porability
LED voice

location indicator

One tap display
mode switching



SHARPER OPTIC FOR SHARPER MEETING
Video Conference Camera

Suitable for 10-46 participant

Rally System - With 15x Zoom

- RightSense™ technology automates a better user experience
- Modular audio for full coverage of medium to very large rooms
- Premium components and sleek industrial design
- Rally delivers brilliantly sharp video, outstanding color, and exception-
al
- Optical accuracy at resolutions up to 4K
- Advanced Modular Audio
- Smart Cabling and Content Sharing

Suitable for 14-20 participant

Group - With 10x Zoom

- See every detail with HD video
- Works with your meeting and video
   conferencing applications
- Plug and Play Simplicity
- Options Give You Versatility
- Natural Sounding Audio

Suitable for 6-8 participant

Meetup - With 5x Zoom

- Super-wide 120° field of view 
- Ultra HD 4K image sensor 
- 3-microphones and custom-tuned speaker
- Razor-sharp optics  
- Motorized pan/tilt 
- Plug-and-play USB connectivity 
- Kensington® security slot

All in One Video Bar for Small Rooms

Rally Bar Mini - With 4x HD Digital Zoom

- RightSense Technologies
- Room-filling Sound
- Ultra-HD Video
- Framed to Perfection
- See Everyone Clearly
- USB Plug and Play

All in One Video Bar for Medium Rooms

Rally Bar - With 15x HD Zoom

- RightSense Technologies
- Room-filling Sound
- Ultra-HD Video
- Adaptive Beamforming Mic Array
- Cinema Quality
- See Everyone Clearly
- USB Plug and Play

Resolution



MAKE MEETING ROOM MORE EFFICIENT
Scribe, Tap Scheduler & Logi Dock

Reserve a meeting room without having to
contact the meeting room manager interactively
and in real time

Tap Scheduler
Simplify your wiring management, making it
look neater and functional

Logi Dock

Scribe
Whiteboard Camera for Video Conferencing Rooms
Make the whiteboard look more interactive and efficient. you can write on the whiteboard and display 
it on the monitor screen in the room without being covered by the writer on the whiteboard

AI-Powered Performance

- Presenter Removal - Content Enhancement - Sticky Note Detection



SON-T FILM
SON-T Digital Shade

ON OFF

SON-T FILM Digital shade perfect for your comport
and privacy in your office and house

- Why SON-T Film? Tirai telah ada bertahun-tahun tanpa adanya perbaikan. Kemajuan kecil yang telah dibuat seperti 
   tirai motorized dan smart glass bisa sangan mahal dan rumit. SON-T Film hadir merevolusi industri jendela dan 
   tirai dengan teknologi SON-T Film yang terjangkau dan mudah dipasang.

- Whats Benefits? Privacy | Lighting and Shading | UV and infrared protection | Energy saving

- Where SON-T Can be Installed?

- What is Digital Shade? Digital Shade (SON-TFilm) merupakan teknologi yang memungkinkan warna film berubah 
   dari transparan menjadi tidak teransparan saat dialirkan arus listrik.

- How to Operate? Untuk mengoperasikan SON-T Film bisa menggunakan Remote, Saklar, Sensor, Dimmer  
   dan dapat diintegrasikan dengan Automation System.

Meeting Room. Memberikan Privacy saat melakukan
pertemuan dengan client.

Outdoor Window. Hemat energi dengan tidak perlu 
menyalakan lampu & tetap nyaman dengan UV Protection

Car or Bus. Memberikan Privacy dan kenyamanan saat 
berada didalam kendaraan.

- Any Application of SON-T Efficiency Room with interactive Projector

Efficiency Promotion Cost with Laser Projector

SON-T Film ON + Interactive Projector OFF SON-T Film OFF + Interactive Projector OFF SON-T Film OFF + Interactive Projector ON

SON-T Film ON + Laser Projector OFF SON-T Film OFF + Laser Projector OFF SON-T Film OFF + Laser Projector OFF

ON OFF ON OFF ON OFF



SMART MONITORING & CONTENT MANAGEMENT SYSTEM
Digital Signage Display

Samsung Digital Signage
Size 49“ / 55“ / 65“ / 75“ / 98“
Panel Size / Type
Brightness
Resolution
Contras Ratio
Viewing Angle
Respone Time
Display Color
Connectivity

Power Consumption
Dimension & Weight

: 55” / 60Hz E-LED BLU
: 500 nits
: 3840 x 2160 (16:9)
: 4000:1
: 178o
: 8ms
: 16.7M(True Display)
: In; DVI-I, Stereo Mini Jack, RGB/
  DVI/DP/HDMI Out; Stereo Mini Jack
: Max. 165 Watt,  Typ. 110 Watt
: 1235.3 x 710.4 x 36.8 mm, 16.8 kg

*Specification on Samsung QMF 55” Series

LG Digital Signage
Size 32“ / 43“ / 49“ / 55“ / 65“ / 75“ / 86“ /  98“
Panel Size / Type
Brightness
Resolution
Contras Ratio
Viewing Angle
Respone Time
Display Color
Connectivity

Power Consumption
Dimension & Weight

: 55” / IPS
: 350 nits
: 1920 x 1080
: 1100:1
: 178o
: 12ms
: 16 : 9
: In; HDMI (2), DVI, Audio,RGB. USB
  Out ; Audio
: Typ. 70 Watt, Eco. 55 Watt
: 1238 x 714.9 x 54 mm, 17.5 kg

*Specification on LG 55SE3KE-B

BenQ Digital Signage
Size 32“ / 43“ / 49“ / 55“ / 65“ / 75“ / 86“ /  98“
Panel Size / Type
Brightness
Resolution
Contras Ratio
Viewing Angle
Respone Time
Display Color
Connectivity

Power Consumption
Dimension & Weight

: 55” / D-LED
: 350 nits
: 3840 x 2160
: 1200:1
: 178o
: 16 : 9
: 5W x2
: In; VGA, DVI, HDMI, DPI, USB,
  RJ45
: Typ. 65 Watt
: 1243.2 x 714.0 x 69.6 mm, 15 kg

*Specification on Benq ST5501K

- UHD displays with non-glare panel that offers realistic visual experience
- Flexible split-screen functionality
- Wireless Solution for Seamless Collaboration
- Flawless Display in Portrait and Landscape View
- Flexible and Sleek Design for All Retail and Corporate Environments
- USB Content Scheduling & Data Cloning
- A Wide Range of Interfaces

Key Features

All-in-One Solution for Retail Spaces of All Kinds
Digital Signage



SMART MONITORING & CONTENT MANAGEMENT SYSTEM
Video Wall Display

Samsung Video Wall
Size 46“ / 55“
Panel Size / Type
Brightness
Resolution
Contras Ratio
Viewing Angle
Respone Time
Display Color
Connectivity

Power Consumption
Dimension & Weight

: 55” / D-LED DID
: 700 cd/m2
: 1920 x 1080
: 4000:1
: 178o
: 8ms
: 8 bit - 16.7 M
: In; Analog D-SUB, DVI-D, DP 1.2,
  HDMI, Stereo Mini Jack Out; DP 1.2
: Max. 279 Watt,  Typ. 238 Watt
: 1213.5 x 684.3 x 96.6 mm, 21.5 kg

*Specification on Samsung LH55UDEHLBB/XD

LG Video Wall
Size 49“ / 55“
Panel Size / Type
Brightness
Resolution
Contras Ratio
Viewing Angle
Respone Time
Display Color
Connectivity

Power Consumption
Dimension & Weight

: 55” / IPS
: 500 cd/m2
: 1920 x 1080
: 1200:1
: 178o
: 8ms
: 1.07 Billion
: In; HDMI (2), DP, DVI-D, Audio,USB
  Out ; DP, Audio
: Max. 180 Watt,  Typ. 150 Watt
: 1211.4 x 682.2 x 86.5 mm, 18.6 kg

*Specification on LG VM5E

BenQ Video Wall
Size 49“ / 55“
Panel Size / Type
Brightness
Resolution
Contras Ratio
Viewing Angle
Respone Time
Display Color
Connectivity

Power Consumption
Dimension & Weight

: 55” / IPS
: 700 nits
: 1920 x 1080
: 1400:1
: 178o
: 8ms
: 72%
: In; HDMI (2), Comp. Video, Audio,
  RJ45, USB  Out ; Audio
: Typ. 185 Watt
: 1213.4 x 684.2 x 107.7 mm, 26.5 kg

*Specification on Benq PH5501

- Achieve Ultimate Picture Quality through Advanced Factory Calibration
- Achieve UHD Picture Quality without Additional Devices through Industry-Leading Technology
- High-Performing Display Readability and Durability for your Business Environment
- A Slim, Easily Configurable Wall Mount Adaptive to your Business Needs
- Seamless Large Screens with Extreme-Narrow Bezel
- Image Gap Reduction
- Higher Viewing Angle
- Flexible Color Temperature Adjustment for Captivating Images

Key Features

Smart Narrow Bezel Premium Display
Video Wall

Key Features



SMART MONITORING & CONTENT MANAGEMENT SYSTEM
LED Videotron Indoor & Outdoor

LED Videotron Indoor
AN Series - AN1.9 /  AN2.6 / AN3.9

LED Type
Pixel per module
Pixel density
Module size
Refresh rate
Brightness
Max power
IP rating
Dimension & Weight

: AN1.9 SMD1010 | AN2.6/AN3.9 SMD2020
: AN1.9 128x128 | AN2.6 96x96 | AN3.9 64x64
: AN1.9 262114/sqm | AN2.6 147456/sqm | AN3.9 
65536/sqm
: 250 x 250
: 1920 - 3840Hz
: 900 nits
: 100/200W/Panel
: IP40/IP20
: 500 x 500 x 65, 6kg/panel | 500 x 1000 x 65, 12kg/panel

Front and rear maintenance | Quick assemble and quick disassemble power box
One cabinet two uses for Rental and fix | 90° degree corner
Unique lock shift module | Curved lock design

LED Videotron Indoor
GN Series - GN1.9 / GN2.5 / GN2.6 / GN3.1 / GN3.9 / GN4.8 / GN5.9

LED Type
Pixel per module

Pixel density

Module size
Refresh rate
Brightness
Max power
IP rating
Dimension & Weight

: GN1.9 SMD1010 | GN2.5/GN2.6/GN3.1/GN3.9/GN.4.8/GN5.9 SMD2020
: GN1.9 128x128 | GN2.5 100x100 | GN2.6 96x96 | GN3.1 80x80
  GN3.9 64x64 | GN.4.8 52x52 |GN5.9 42x42
: GN1.9 276989/sqm | GN2.5 160000/sqm | GN2.6 147456/sqm
  GN3.1 102400/sqm | GN3.9 65536/sqm | GN.4.8 4364/sqm
  GN5.9 28224/sqm
: 250 x 250
: 1920 - 3840Hz
: 1000 nits
: 180/260W/Panel
: IP40/IP20
: 500 x 500 x 83, 7.5kg/panel | 500 x 1000 x 83, 13.5kg/panel

Ultra HD LED Display | Full Front Serviced | Two Cabinets Size Options
Front Installation | Unified Modules | Corner And Curve

LED Videotron Outdoor
LX Series - L3.9X / L4.8X / L5.9X

LED Type
Pixel per module
Pixel density
Module size
Refresh rate
Brightness
Max power
IP rating
Dimension & Weight

: AN1.9 SMD1010 | AN2.6/AN3.9 SMD2020
: AN1.9 128x128 | AN2.6 96x96 | AN3.9 64x64
: AN1.9 262114/sqm | AN2.6 147456/sqm | AN3.9 65536/sqm
: 250 x 250
: 1920 - 3840Hz
: 900 nits
: 100/200W/Panel
: IP40/IP20
: 500 x 500 x 65, 6kg/panel | 500 x 1000 x 65, 12kg/panel

High efficient heat dissipation | Optional smart module with calibration storage
Die casting cabinet is made as an unibody | Wireless connection, reducing failure 
rate. The module size is 500x250mm | Full Front Access and installation

LED Videotron Outdoor
LS Series - L6.67S / L8S / L10DS / L10S / L16S

LED Type
Pixel per module
Pixel density

Module size
Refresh rate
Brightness
Max power
IP rating
Dimension & Weight

: L6.67S/L8S/L10S/L16S SMD2727 | L10DS SMD346
: L6.67S 48x48 | L8S 40x40 | L10DS 32x32 | L10S 32x32 | L16S 20x20
: L6.67S 22500/sqm | L8S 15652/sqm | L10DS 10000/sqm
  L10S 10000/sqm| L16S 3906/sqm
: 330x320
: 1920 - 3840Hz
: L6.67S/L8S/L10S 5500nits | L10DS 7000nits | L16S 6000nits
: 563W/panel | 555W/panel | 507W/panel | 563W/Panel | 605W/panel
: IP65/IP54
: 960 x 960 x 127, 29kg/panel

Multimode Splicing | Maintain Holes On Module | Wide Mask Brim
Perfect Heat Dissipation | Fast Install And Dismantle | Module Magne

Promotion Display

Indoor & Outdoor

Led Videotron



MAKE YOUR BUSINESS STANDOUT ANYWHERE & ANYTIME
Digital Ad Floorstand, Interactive Kiosk & Interactive Table

Digital Ad Floorstand
Available size. 55” & 43” | Display Area. 680 x 1209 mm
Resolution. 1080 x 1920 | Contrast Ratio. 3000 : 1 | Build-in Memory. 8GB

Advertisement Media. Digital display has better attention-magnet

Image & Video Collage. Allowing you to display image & video at the same time

Touchscreen. Having direct and natural interaction with electronic devices is amazing

Time Scheduler. Schedule the content, updated automatically

Customized. Supported by CMS application, content can be adjusted

Software on Clip. Installed with Android software.

Realtime Page. Taking people around to get involved

Efficiency

Interactive Kiosk
Available size. 32” | Touch Type. Capacitive | Receipt Printer. Built-in
Build-in Memory 4GB

Touchscreen. Having direct and natural interaction with electronic devices is amazing

Receipt Printer. Actually can give you the transaction receipt by itself

User Friendly. Designed to be a very convenient device to use

Media Center. As a center of information management & promotion

Image & Video Collage. Allowing you to display image & video at the same time

Within 5 Years, earnings

Interactive Table
Available size. 43” 55” | Touch Type. Capacitive | Number of Touches. 40 point
Touch Latency. 4ms

Touchscreen. Having direct and natural interaction with electronic devices is amazing

Adjustable View. Display content can be adjusted according to the user's position

Multiuser. Can be used by more than one person simultaneously

Media Center. As a center of information management & promotion

User Friendly. Designed to be a very convenient device to use

Available 
Touchscreen &
Non Touchscreen



THERMAL TEMPERATURE DETECTOR & SECURITY GATE SYSTEM
Face & Palm Verification & Swing Barrier Turnstiles



MAPPING & LARGE VENUE SOLUTION
High Lumen Brightness Laser Projector

EB-L25000U - Specification
Projection Technology. 3LCD Technology, RGB liquid crystal shutter // LCD Panel.  1.43 inch with C2 Fine
Light Output.  25,000 Lumen // Resolution.  WUXGA, 1920 x 1200 // Aspect Ratio. 16:10
High Definition.  4K enhancement // Contrast Ratio.  2,500,000 : 1 // Light source. Laser
Laser Light source. 20,000 Hours Durability High // Image Size. 100 inches - 1,000 inches
Power Consumption. 2390 Watt // Dimension & Weight. 710 x 790 x 299 mm,  65.6kg

LU9915 / LU9715
LU9915. 10000 Ansi Lumens, LU9715. 8000 Ansi Lumens // Projection System. DLP 0.67” // Native 
Resolution. WUXGA (1920 x 1200) // Contrast Ratio. 100,000:1
Aspect Ratio. Native 16:10 // Projection Size. 80” ~ 500” , Standard Lens // Lightsource Type. Laser Diode
Light Source Life (mode). 20.000/45.000 // Power Consumption. 885 W (max): Standby  <0.5 W
Dimensions. 500 x 211 x 583 mm // Weight. 28 Kg (Without Lens)

High Lumens Brightness
World’s First 3LCD laser projector with 25,000 lumens plus 4K Enhancement

- 3LCD with 4K lens quality
- Full HD widescreen display WUXGA resolution (1920 x 1200)
- Projection area with a diagonal of 25 meters (1,000 inches)
- Blended horizontally, vertically, and 360 ° rotation
- Using a laser that can last up to 20,000 hours
- Reliable 24/7 operation

Laser Projector

BlueCore Laser Projectors
from the World‘s No. 1 DLP Brand
BlueCore Laser Technology | DLP Technology for Lasting Vibrant Color | WUXGA Resolution
20,000 Hour Long-Lasting Performance | 24/7 Operation | Superior Dustproofing
360° and Portrait Projection | Multiple Lenses | Integrated Edge Blending  | HDBaseT
Motorized Zoom, Focus, Lens Shift and Memory | Geometric Correction | Blank to Zero Lumens
Ensure Consistent Brightness Blending | Network/Web Control | Eco-Conscious Standby Modes

optional lens



SMART SECURITY CAMERA
Face Recognition, ANPR Camera & People Counting

Face Recognition - Network Camera

Intelegent Video System Embeded  Record & Capture without Server

• 1/1.9” 2Megapixel progressive scan CMOS
• H.265&H.264 triple-stream encoding
• 50/60fps@1080P(1920×1080)
• WDR(120dB), Day/Night(ICR), 3DNR,AWB,AGC,BLC
• Multiple network monitoring: Web viewer, CMS(DSS/PSS) & DMSS
• Auto back focus(ABF)
• Micro SD memory, PoE
• Face Recognition: Built-in deep learning algorithm

Analytic Number Plate Recognition

C 417 PR
02  22

ANPR CAMERA

• 1/1.9” 2Megapixel progressive scan CMOS
• H.265&H.264 triple-stream encoding
• 50/60fps@1080P(1920×1080)
• WDR(120dB), Day/Night(ICR), 3DNR,AWB,AGC,BLC
• Multiple network monitoring: Web viewer, CMS(DSS/PSS) & DMSS
• Auto back focus(ABF)
• Micro SD memory, PoE
• Face Detection: built-in deep learning algorithm, support face images  
   capture and facial attributes analysis

People Counting - Ai Camera

3MP Dual Lens

• Two 1/2.8 3Megapixel progressive scan CMOS
• H.265&H.264 triple-stream encoding
• 25fps@3MP(2048×1536)
• DWDR, Day/Night(ICR), 3DNR, AWB, AGC, BLC
• Multiple network monitoring: Web viewer, CMS(DSS/PSS) & DMSS
• 2.8mm fixed lens (3.6mm optional)
• Max. IR LEDs Length 10m
• Micro SD memory, IP67, PoE
• People Counting: Support line crossing people counting, region people  
   counting

IPC-HF8242F-FR

DHI-ITC231-RU1A-L/IRL

IPC-HDW8341X-3D



MULTIFUNCTION INKJET COLOR PRINTER
GAGA & RIPS Inkjet Copier Machine

PrecisionCore

Wide-Format Prints Up to 13" x 19"

ISO-PPM

Instant-Drying Inks

Specifications.Features.

Automatic Two-Sided Scanning

Automatic Two-Sided Printing | High Capacity Ink Pack System
Wideformat print up 13” x 19” | Wireless and Ethernet Network
Print speed 24 ISO ppm | Epson Connect - Print and Share from Anywhere

9" Touchscreen

WF-C869R with 2x Optional Paper
Cassettes & Cabinet

Printer Type
Printing Technology
Print Resolution
Min. Ink Droplet
Scanner Type
Copy Speed
Paper Handling
Power Consumption
LCD Screen
Network

: Print, Scan, Copy, Fax with ADF
: PrecisionCore Printhead
: 4800 x 1200 dpi
: 4.4 pl
: Flatbed Colour Image Scanner
: Approx. 22 ipm (A4)
: 3 (Front 2, Rear 1)
: 40 Watt (Operating)
: 5.0″ / 12.7cm TFT Colour LCD
Ethernet, Wi-Fi, Wi-Fi Direct,
NFC Network Protocol TCP.

GAGA
WORKFORCE ENTERPRISE
WF-C20590 PRINT | SCAN | COPY | FAX

A3

RIPS
WORKFORCE PRO

REPLACEABLE INK PACK SYSTEM

WF-C869R PRINT | SCAN | COPY | FAX

A3+



GARMENT & TEXTILE MANUFACTURING SOLUTION
Sublimation Printer for Industries

// The four large PrecisionCore MicroTFP printheads
// 2x CMYHDK 3L or 10L support hotswap
// High-speed printingup to 255m2/hr
// Epson Precision Dot Technology
// Advanced Auto Tension Control
// The complete Epson solution Including printheads, ink, firmware and software.

Printing Technology. Four advanced PrecisionCore microTFP drop-on-demand, inkjet printheads with nozzle verficiation technology
Ink Type. UltraChrome® DS | Ink Supply Fill Volume. C, M, Y, and HDK: Dual 3 L or 10 L packs each (Hot Swap)
Maximum Print Resolution. 1200 x 1200 dpi | Nozzle Configuration. 3,200 nozzles each | Max Printable Width. 76.3"
Media Thickness. From 22 gsm to 1 mm thick | Media Core. 2" or 3" core | Left/Right Margins. 0.20" (0.40" total)
Power consumption. Approx. 3.9 kW or less | Dimensions & Weight. 4,607 x 1,303 x 1,886 mm, 736 Kg

Epson Surecolor F10030
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NEW

The industrial-level dye sublimation printer
that raises productivity standards.

F10030
NEW ERA FOR PRODUCTIVITY DYE SUBLIMATION PRINTING

Bed sheet &
Bed Cover

Sofa

Bean Bag

Blanket

Curtain



GARMENT & TEXTILE SOLUTION
Sublimation Printer & Heat Press Machine

Printing Technology PrecisionCore TFP Printhead / Print Size64 Inch / Print SpeedUp to 16.2 m²/h (4pass)
Printing Resolution 720 x 1440 dpi / Nozzle Configuration 360 x 2 nozzles each colour (x4)  / Ink TypeUltraChrome DS
Ink Colour 4 Colours (C,M,Y,HDK) 1 L/Colour / Ink Tank 1500 ml / Memory 512MB / HeaterYes 
Media Width 300 mm to 1625,6 mm / Dimensions2620 x 1013 x 1314 mm / Weight274 Kg (without ink) 
Power Consumption 460 W (operating)

Printing Technology
Print Size
Print Speed
Printing Resolution
Nozzle Configuration  
Ink Type
Ink Colour

Ink Tank
Memory
Heater
Media Width
Dimensions
Weight
Power Consumption

: Dual PrecisionCore® TFP® 8-channel
: 64 Inch 
: Up to 32.1 m²/h (4pass)
: 720 x 1440 dpi 
: 360 nozzles x 5 channel x 2 head
: UltraChrome DS6
: 2 x 4 Colours (C,M,Y,HDK) 1.1 L/Colour 
 + Fluorescent Pink, Fluorescent Yellow
: 1500 ml 
: 512MB
: Yes 
: 300 mm to 1625,6 mm
: 2,620 x 934 x 1,332 mm
: 290 Kg (without ink) 
: 570 W (operating)

Epson Surecolor F9430H - 64„

Printing Technology
Print Size
Print Speed
Printing Resolution
Nozzle Configuration  
Ink Type
Ink Colour
Ink Tank
Memory
Heater
Media Width
Dimensions
Weight
Power Consumption

: Dual PrecisionCore® TFP® 8-channel
: 64 Inch 
: Up to 29.9 m²/h (4pass)
: 720 x 1440 dpi 
: 360 nozzles x 4 channel x 2 head
: UltraChrome DS
: 2 x 4 Colours (C,M,Y,HDK) 1.1 L/Colour 
: 1500 ml 
: 512MB
: Yes 
: 300 mm to 1625,6 mm
: 2,620 x 934 x 1,332 mm
: 290 Kg (without ink) 
: 570 W (operating)

Surecolor F9430 - 64„

Printing Technology
Print Size
Print Speed
Printing Resolution
Nozzle Configuration  
Ink Type
Ink Colour
Ink Capacity

Memory
Auto Take Up Reel
Min. Ink Droplet
Media Width
Dimensions
Weight
Power Consumption

: PrecisionCore MicroTFP Printhead
: 44 Inch 
: Up to 38.8m2/h (2.1 pass)
: 600 x 1,200 dpi
: 3,200 nozzles
: UltraChrome DS Ink
: 6 Colours (C,M,Y,HDK,FY,FP or
  C,M,Y,K,HDK,LC,LM or C,M,Y,HDK,Or,V)
: 1.6L Ink Pack
: 1 GB
: Yes
: 3.6pl
: 254 mm to 1,118 mm
: 1,608 x 916 x 1,128 mm w/ take up reel
: 133 Kg w/ take up reel
: 80 W (operating)

Surecolor F6430H - 44„

Printing Technology
Print Size
Print Speed
Printing Resolution
Nozzle Configuration  
Ink Type
Ink Colour
Memory
Auto Take Up Reel
Min. Ink Droplet
Media Width
Dimensions
Weight
Power Consumption

: PrecisionCore MicroTFP Printhead
: 44 Inch 
: Up to 78.3m2/h (1.1 pass)
: 600 x 1,200 dpi
: 3,200 nozzles
: UltraChrome DS Ink
: 4 Colours (C,M,Y,HDK) 1.6L Ink Pack
: 1 GB
: Yes
: 3.6pl
: 254 mm to 1,118 mm
: 1,608 x 916 x 1,128 mm w/ take up reel
: 133 Kg w/ take up reel
: 80 W (operating)

Surecolor F6430 - 44 „

Surecolor F7270 - 64„

Surecolor

Dual Printhead

F-SERIES

Roller Diameter. 320 mm | Roller Width. 1700 mm | Voltage. Three phase 220V/380V
Heating Power. 15KW | Speed. 0-150M/H | Temp. Range. 0-240 °C | Working Table. 1.5 meter
Machine Dimension. 3 x 2.7 x 1.3 M | Weight. 1200 kg

INDUSTRIAL
HEAT TRANSFER MACHINE



GARMENT & DISTRO INDUSTRIES SOLUTION
Direct To Garment Printer

Technology. PrecisionCore TFP® Printhead | Minimum Ink Droplet Size. 21 pl (Standard size)
Maximum Print Resolution. Colour 1440 × 720 dpi / White 1440 × 1440 dpi | Ink Type. UltraChrome DG ink
Ink Capacity. 600 ml, 250 ml (White) | Ink Colour. (C, M, W, BK, WH) | Platen. Medium platen 356 x 406 mm standard
Media. 100% cotton or blended materials with a minimum of 50% cotton | Power Consumption. 200 Watt
Dimension & Weight. 985 x 1425 x 490 mm, 82 Kg

Epson Surecolor F2130

Direct To Garment Printer

Key Features

Design > 
Input Design to Garment Creator >
Print

Up to
25mm Thick

Print
1440 dpi

Garment
Creator

Low
Maintenance

Epson
Genuine Inks

1 Year
Warranty

High-quality direct-to-garment printing
Up to twice as fast
Highlight White Ink Mode
Fast loading for more productivity
Intuitive, easy-to-learn workflow
Designed exclusively for direct-to-garment printing
Reduced maintenance time and operational cost
Backed by industry-leading support 

4 Colour + White+

Surecolor F2130 A3



CUTTING MACHINE SOLUTION
DSLR Vision Laser Cutting & Fabric Cutting

Processing Media. 1800x1500 mm | Laser Type. CO2 Laser, Safety Class 4 Laser Power. 100W - 150W
Colling Mode. Water Colling | Cutting Speed. 0 - 500mm/s | Positioning Acuracy. 0.05 mm
Vision Solution. DSLR Camera Recognition System | Software. Unikonex Control and Cutting System 
Total Power. < 2000W | Mechanical Design. Laser Safety Class 4

UL-VD Series DSLR Vision Laser Cutting Machine

UL-VD DSLR
Vision Laser Cutting

U N I K O N E X
Keep going. Keep innovation.



ARCHITECH, ENGINEERING, CONTRUCTION SOLUTION
Professional Technical Printer

Printhead
Print Speed
Min. Ink Droplet
Print Resolution
Nozzle Configuration
Ink Type
Ink Colour
Media Width
Ink Tank Capacity
Memory
Power Consumption
Dimensions & Weight

: PrecisionCore Inkjet Technology
: 34 seconds
: 3.8pl
: 2400 x 1200 dpi
: 3200 nozzles
: Black: Pigment Ink C,M,Y: Dye Ink
: C, M, Y, K
: Roll: 329 - 610mm,Cs A4 to A3
: 140ml
: 1 GB
: Approx. 22W
: 970  x 245  x 577mm (non stand), 29Kg

Surecolor T3130X
Printhead
Print Speed

Ink Type
Ink Colour
Paper Size

Ink Tank Capacity
Memory
Power Consumption
Dimensions & Weight

: PrecisionCore TFP Printhead 1.3”
: T31: A1/D-sized print: 34 second
  T51: A1/D-sized print: 31 second
: UltraChrome XD2 pigment ink
: 4 Ink Color (C, M, Y, K)
: T31: 254 - 610 mm
  T51: 254- 914 mm
:  26ml/50ml/80ml
: 1 GB
: 28 W
: T31: 1080 x 750 x 1060 mm, 64 Kg
  T51: 1385 x 966 x 1060 mm, 76 Kg

Surecolor T3130 & T5130
Printhead
Print Speed

Ink Type
Ink Colour
Paper Size

Ink Tank Capacity
Memory
Power Consumption
Dimensions & Weight

: PrecisionCore TFP Printhead 1.3”
: T34: A1/D-sized print: 25 second
  T54: A1/D-sized print: 22 second
: UltraChrome XD2 pigment ink
: 4 Ink Color (C, M, Y, K)
: T34: 254 - 610 mm
  T54: 254- 914 mm
: 110 ml/350 ml
: 1 GB
: T34: 34 W / T54: 38 W
: T34: 1080 x 750 x 1060 mm, 64 Kg
  T54: 1385 x 966 x 1060 mm, 76 Kg

Surecolor T3430 & T5430

Printhead
Print Speed
Ink Type
Ink Colour
Paper Size
Ink Tank Capacity
Memory
Power Consumption
Dimensions & Weight

: PrecisionCore TFP Printhead
: Approx. 28sec /A1
: UltraChrome XD All Pigment
: 5 Ink Colour C, M, Y, pK, mK
: 254 - 1118mm
: 100ml/350ml/700mm
: Standard 1 GB
: Approx. 64 W
: 1608 x 1070 x 1128 mm, 92Kg

Surecolor T7270 - 44
Printhead
Print Speed
Ink Type
Ink Colour
Paper Size
Ink Tank Capacity
Memory
Power Consumption
Dimensions & Weight

: PrecisionCore TFP Printhead
: Approx. 28sec /A1
: UltraChrome XD All Pigment
: 5 Ink Colour C, M, Y, pK, mK
: 254 - 610mm
: 100ml/350ml/700mm
: Standard 1 GB
: Approx. 60 W
: 1405 x 1070 x 1128mm, 84Kg

Surecolor T5270 - 36
Printhead
Print Speed
Ink Type
Ink Colour
Paper Size
Ink Tank Capacity
Memory
Power Consumption
Dimensions & Weight

: PrecisionCore TFP Printhead
: Approx. 28sec /A1
: UltraChrome XD All Pigment
: 5 Ink Colour C, M, Y, pK, mK
: 254 - 610mm
: 100ml/350ml/700mm
: Standard 1 GB
: Approx. 52 W
: 1050 x 691 x 613 mm, 54Kg

Surecolor T3270 - 24

THE FIRST

PLOTTER
with  Refilable Ink

non catridges.

24 inch

24 inch & 36 inch 24 inch & 36 inch

„ „ „



PRINT YOUR COLORFUL IMAGE
Professional Graphic Printer

Printhead
Print Speed
Ink Type
Ink Colour

Max. Resolution
Ink Capacity
Ink Droplet
Line Accuracy
Power Consumption
Dimensions & Weight

: Single PrecisionCore™ Micro TFP
: 40" x 60" prints from 8:33 to 16:30
: Epson UltraChrome PRO pigment inks
: 10 Colour 
: (C, LC, VM, VLM, Y, LGY, GY, DGY, PK, MK)
: 2400 x 1200 dpi
: 700ml
: 3.5pl
: +/- 0.2% of specified length Gb
: Approx. 95 W
: 2415 x 980 x 1168 mm, 171 Kg

Surecolor P20000 - 64
Printhead
Print Speed
Ink Type
Ink Colour

Max. Resolution
Ink Capacity
Ink Droplet
Line Accuracy
Power Consumption
Dimensions & Weight

: Single PrecisionCore™ Micro TFP
: 20" x 30" prints from 2:55 to 5:33
: Epson UltraChrome PRO pigment inks
: 10 Colour 
: (C, LC, VM, VLM, Y, LGY, GY, DGY, PK, MK)
: 2400 x 1200 dpi
: 700ml
: 3.5pl
: +/- 0.2% of specified length Gb
: Approx. 95 W
: 1879 x 976 x 1145 mm, 126 Kg

Surecolor P10000 - 44
Printhead
Print Speed
Ink Type
Ink Colour

Max. Resolution
Ink Capacity
Ink Droplet
Line Accuracy
Power Consumption
Dimensions & Weight

: Single PrecisionCore™ TFP
: 720 x 1440dpi, 8.1 minutes
: Epson UltraChrome HDX Ink
: 10 Colour 
: (C, Pk, Mk,Vm,Y, Or, Gr, Lc,Vlm, Lk, Llk or Vi)
: 2880 x 1440 dpi
: 700ml/350ml/150ml/ 110ml
: 3.5pl
: ±0.2% of the spceified vector length
: Approx. 75 W
: 1,864 x 667 x 1,218 mm, 135 kg

Surecolor P9000 - 44„ „ „

Printhead
Print Speed
Ink Type
Ink Colour

Max. Resolution
Ink Capacity
Ink Droplet
Line Accuracy
Power Consumption
Dimensions & Weight

: Single PrecisionCore™ TFP
: 720 x 1440dpi, 8.1 minutes
: Epson UltraChrome HD Ink
: 9 Colour 
: (C,PK,MK,VM,Y,LC,VLM,LK,LLK)
: 2880 x 1440 dpi
: 700ml/350ml/150ml/ 110ml
: 3.5pl
: ±0.2% of the spceified vector length
: Approx. 75 W
: 1,864 x 667 x 1,218 mm, 135 kg

Surecolor P8000 - 44
Printhead
Print Speed
Ink Type
Ink Colour

Max. Resolution
Ink Capacity
Ink Droplet
Line Accuracy
Power Consumption
Dimensions & Weight

: Single PrecisionCore™ TFP
: 720 x 1440dpi, 8.1 minutes
: Epson UltraChrome HDX Ink
: 10 Colour 
: (C, Pk, Mk,Vm,Y, Or, Gr, Lc,Vlm, Lk, Llk or Vi)
: 2880 x 1440 dpi
: 700ml/350ml/150ml/ 110ml
: 3.5pl
: ±0.2% of the spceified vector length
: Approx. 65 W
: 1,356 x 667 x 1,218 mm, 101 kg

Surecolor P7000 - 24
Printhead
Print Speed
Ink Type
Ink Colour

Max. Resolution
Ink Capacity
Ink Droplet
Line Accuracy
Power Consumption
Dimensions & Weight

: Single PrecisionCore™ TFP
: 720 x 1440dpi, 8.1 minutes
: Epson UltraChrome HD Ink
: 8 Colour 
: (C, Pk, Mk,Vm, Y, Lc, Vlm, Lk,  Llk)
: 2880 x 1440 dpi
: 700ml/350ml/150ml/ 110ml
: 3.5pl
: ±0.2% of the spceified vector length
: Approx. 65 W
: 1,356 x 667 x 1,218 mm, 101 kg

Surecolor P6000 - 24„ „ „

with Graphic Printer

PRINT
YOUR LEGACY



DIGITAL PRINTING SOLUTION
Eco-Solvent Indoor/Outdoor Printers

Printhead
Ink Type
Heater
Ink Capacity
Memory
Power Consumption
Dimensions & Weight

Double Printhead Technology | Print Speed Up to 95,1 m²/h
10 Ink Colour (C, M, Y, K, Lc, Lm, Lk, Or, R, Ms or Wh) | Roll to Roll Printer

Surecolor S80670 - 64
“

: Dual PrecisionCore™ TFP
: Epson UltraChrome™ GS3 Ink with red
: Pre- and Platen- Heater
: 700ml (All Colour) 600m (Wh) 350ml (Ms)
: 512 MB main + 128 MB network
: Approx. 745 W
: 2,620 x 880 x 1,338 mm, 284 kg

Printhead
Print Speed
Ink Type
Ink Colour
Heater
Ink Capacity
Memory
Power Consumption
Dimensions & Weight

Surecolor S60670 - 64

“

: Double PrecisionCore™ TFP
: Up to 95,3 m²/h
: Epson UltraChrome™ GS3 Ink Technology
: 2x 4 Colour (C, M, Y, K)
: Pre- and Platen- Heater
: 700 ml ink cartridge
: 512 MB main + 128 MB network
: Approx. 745 W
: 2620 x 972 x 1338 mm, 291 kg

Printhead
Print Speed
Ink Type
Ink Colour
Heater
Ink Capacity
Memory
Power Consumption
Dimensions & Weight

Surecolor S40670 - 64

“

: Single PrecisionCore™ TFP
: Up to 58,4 m²/h
: Epson UltraChrome™ GS3 Ink Technology
: 4 Colour (C, M, Y, K)
: Pre- and Platen- Heater
: 700 ml ink cartridge
: 512 MB main + 128 MB network
: Approx. 480 W
: 2620 x 880 x 1338 mm, 279 kg

CREATE HIGH
IMPACT DESIGN

Epson UltraChrome™ GS3 ink is Greenguard 

Class criteria for low chemical emissions.



CONSUMBLES
Paper, Ink, Sparepart & Accessories

• Syntetic
• Glossy Synthetic
• Glossy
• Plain Paper
• Die Cut Paper
• etc.

ROLL LABEL PAPER
• Sublimation Ink
• Dye Ink
• Pigment Ink
• Eco-Solvent Ink
• Ink Cartridge
• etc.

INK

• F Series
• S Series
• T Series
• P Series
• C7510G, C3510
• EB 1470Ui / EB-1460Ui
• WF-C869R (RIPS)
• etc.

SPAREPART
• Stand T3270
• Auto Take up Reel
• Rewinder C7510G
• etc.

ACCESSORIES

• Transfer Paper
• Photo Paper
• Kalkir
• Clear Film
• Inkjet Film
• HVS
• Art Canvas
• Ivory 
• Sticker
• Albatros
• etc.

PLOTTER PAPER

CONSUMABLES



Contact Us.
(021) 2281 3394 /       0812 1111 2948

info@mandiriarthasolusi.co.id

www.mandiriarthasolusi.co.id

Head Office. Ruko Sampoerna Square No. 15, Jl. Raya Hankam,
Jatisampurna - Bekasi 17433 | 021 - 22813394

Branch Office. Ruko Derwati Mas Estate No. 31, Jl. Raya Derwati,
Rancasari - Bandung 40292 | 022 - 87311487

Mandiri Artha Solusi mandiriartha

or scan


